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SCHEMATIC
PART NUMBER:LAS4GQH-1111/S c
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SPECIFICATIONS:
1.SWITCH RATING: DC36V/1A. D
2.MECHANICAL LIFE: 200,000 cycles.
3.ELECTRICAL LIFE: 250,000 cycles.
4.INITIAL CONTACT RESISTANCE: <50mQ.
5.INSULATION RESISTANCE: 2100MQ(500VDC). MATERIALS
6.DIELECTRIC STRENGTH: 1000V AC. MATERIALS: BRAND & & :& .-*-.% % J SHE ﬁ E IN=
7.0PERATING TEMPERATURE: -25°C~ +55°C(NO FREEZING, KEEP THE AIR 1.CONTACT: SILVER ALLOY. — éI/ jﬁ fimlle B L E,I —
FLOWING AROUND PUSHBUTTON ). 2.BUTTON: STAINLESS STEEL. | @NP@IA BERE7E® | ONPOW PUSH BUTTON MANUFACTURE CO.,LTD.
8.OPERATING FORCE: ABOUT 1.4N. 3.BODY: STAINLESS STEEL. TITLE ONIT
9.OPERATING TRAVEL: ABOUT 2 5mm. 4.BASE: PA. &7 LAS4GQ SERIES ANTLVANDAL PUSHBUTTON | & = | g mm
10.TORQUE: 0.6Nm MAX.APPLIED TO NUT. DWGNG SCALE S E
11.FRONT PANEL PROTECTION DEGREE: IP40(IP67 CAN BE COSTOMIZED). mE LAS4GQH-11 kg 1811 @y A4
12.TERMINAL TYPE: PIN TERMINAL(1.8 X 0.4mm). e LASAGQHAT  Toramm P eV
13.GENERAL TOLERANCE:0-18mm=+0.25, 18-80mm=20.52. WREE DO g WSB2023/0329 |zt 1M | 1
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