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8.8 9.7 PANEL CUTOUT
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TYPE 02(2NC)
o T == Y —— PART NUMBER:LAS1-A22Y-02TSB/R/A
"A' | LAMP VOLTAGE
6V |AC/IDC 6V
STATUS - 24V | ACIDC 24V
110V | AC/IDC 110V
220V | AC/DC 220V
SPECIFICATIONS: RELEASE OTHER VOLTAGE CAN
2.MECHANICAL LIFE: 2200,000cycles.
3.ELECTRICAL LIFE: 250,000cycles.
4.CONTACT RESISTANCE: 50mQ.
5.INSULATION RESISTANGE: 2100MQ(500VDC)..
6.DIELECTRIC STRENGTH: AC1500V, RMS 50Hz, 1min. . .
7.0PERATING TEMPERATURE: -25°C~ +55°C(NO FREEZING, KEEP THE AIR MATERIALS: BRAND /8 QI ;&%“i %ﬂ f‘EIJ ]lﬂ=|'-'- ﬁ BE/I_} ﬁ

FLOWING AROUND PUSHBUTTON ).
8.0PERATING FORCE: ABOUT 14N.
9.0PERATING TRAVEL: ABOUT 6mm.

1.CONTACT: SILVER ALLOY.
2.BUTTON: PBT.

ONPOW IR=E7E°

ONPOW PUSH BUTTON MANUFACTURE CO.,LTD.

3.BODY: PA. TITLE ] UNIT
10.FRONT FANEL PROTECTION DEGREE: IP65. 4BASE: PA. £#% LAS1-ASERIES EMERGENCY STOPSWITCH | &) {= |y mm
11.TERMINAL TYPE: PIN TERMINAL (2.8 x 0.5mm). WG No. " SCALE S
12.GENERAL TOLERANCE:0-18mm=10.25, 18-80mm=10.52. Ee LAS1-A22Y-02TSBH T b 121 g A4
13.RoHS CAN BE COMTOMIZED
FILE NAME LAS1-A22Y-TSB | DRAWN SHEET REV.
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