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DIAGRAM

PART NUMBER:GQ6T-D/Y/A/A/O

Y "A" | LAMP COLOR "a" | LAMP VOLTAGE 'O’ | CRUST MATERIAL
a0—(rR+—p4—O0b

R | RED 5~6V | AC/DC 5~6V S | STAINLESS STEEL

G GREEN 12~24V | AC/IDC 12~24V N | NICKEL-PLATED BRASS

Y | YELLOW OTHER VOLTAGE CAN A | BLACK-PLATED BRASS

BE MADE TO ORDER

B | BLUE
SPECIFICATIONS: W | WHITE
1.RATED CURRENT: 5V ABOUT 4.4mA; 6V ABOUT 5.9mA; 12V ABOUT

2.3mA; 24V ABOUT 5.1mA.
2.LAMP CIRCUIT: USING AC/DC LED LAMP,THE TERMINALS NO
DIFFERENCE OF ANODE AND CATHODE.
3.LAMP LIFE: ABOUT 40,000 hours(REFERENCE).
4.INSULATION RESISTANCE: 2100MQ(500VDC).
5.DROPPING WAY: INNER RESISTANCE. o sch e e =
6.DIELECTRIC STRENGTH: 1,500V, RMS 50Hz, 1min. BRAND sah# Q [ }&?ﬁz%ﬂfﬁu =] E BE/A ;_l
7.0PERATING TEMPERATURE: -25°C~ +55°C(NO FREEZING, KEEP THE AIR . ONP®W ERETE® |ONPOW PUSH BUTTON MANUFACTURE CO.,LTD.
FLOWING AROUND PUSHBUTTON ). MATERIALS: TTLE T
8.TORQUE: 0.6Nm Max. APPLIED TO NUT. 1.LAMP CAP: EP. &f  GQSERIES ANTI-VANDAL INDICATOR & = lag mm
9.FRONT PANEL PROTECTION DEGREE: IP67. 2.BODY: O.
10.TERMINAL TYPE: UL1007 24AWG, LENGHT=150mm. 3.BASE: PA. DU NO. GQBT-D-Y(5~24V) Borr 2501 | mm A4
11.GENERAL TOLERANCE:0-18mm=20.25, 18-80mm=+0.52. -
12.RoHS CAN BE CUSTOMIZED. FILE NAME DRAWN SHEET REV.
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