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PART NUMBER: GQS8T-D/Y//\/A/© C
DIAGRAM “\' |CAP ORLAMP COLOR| A" |LAMP VOLTAGE "S' | CRUST MATERIAL
R |RED 5~6V | AC/DC 5~6V S | STAINLESS STEEL
Vi G GREEN 12~24V | ACI/DC 12-24V N NICKEL-PLATED BRASS —
R
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Y YELLOW MADE TO ORDER A BLACK-PLATED BRASS
B |BLUE
W |WHITE
SPECIFICATIONS: D
1.RATED CURRENT: 5V ABOUT 4.4mA; 6V ABOUT 5.9mA,;
12V ABOUT 2.3mA; 24V ABOUT 5.1mA.
2 LIFE: ABOUT 40,000 HOURS(REFERENCE).
3.INSULATION RESISTANGE: 2100MQ(500VDC).
4. DIELECTRIC STRENGTH: 1,500V, RMS 50HZ, 1min. = sebr e e =
5.DROPPING WAY: 6~24V INNER RESISTANCE,110~220V EXTRA RESISTANCE . BRAND /i k& v | ;&&%ﬂ%ljjn ﬁ BE/A E_l .
6.LAMP CIRCUIT: USING AC/DC LED LAMP,THE TERMINALS NO " hd ONPOW PUSH BUTTON MANUFACTURE CO..LTD
DIFFERENCE OF ANODE AND CATHODE. MATERIALS: ONPOW R =7 NT
7.0PERATING TEMPERATURE: -25°C~ +55°C(NO FREEZING, KEEP THE AIR FLOWING 1 HEAD: EP. E%E GQ SERIES ANTI-VANDAL INDICATOR b ‘éﬁ mm
AROUND PUSHBUTTON ). 2 BODY- ©. . e E
8. TERMINAL TYPE: UL1007 24AWG, LENGHT=150mm. 3 BASE: PA. EEIWE NO. GQ8T-D-Y B aC 21 mm A4
9.IP CLASS: IP67, IK06. s
10.GENERAL TOLERANCE:0-18mm=0.25, 18-80mm=20.52. ﬂ{é Né\n%g GQBT.DWG %Ez%wn VDY 2022/09/05 g&HEET » BE% 1
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