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SCHEMATIC

DOUBLE-BREAKPOINT SLOW-
ACTING CONTACT SWITCH
WITH TWO TERMINALS

MATERIALS:
1.CONTACT: SILVER ALLOY.
2.BUTTON: AL ALLOY.
3.BODY: AL ALLOY.
4.BASE: PBT.

SPECIFICATIONS:
1.SWITCH RATING: Ui:250V, Ith:3A.
2.SWITCH OPERATION: MOMENTARY.
3.MECHANICAL LIFE: ≥1,000,000 cycles.
4.ELECTRICAL LIFE: ≥50,000 cycles.
5.INITIAL CONTACT RESISTANCE: ≤50mΩ.
6.INSULATION RESISTANCE: ≥100MΩ(500VDC).
7.DIELECTRIC STRENGTH: 1,500V, RMS 50Hz, 1min.
8.OPERATING TEMPERATURE: -25℃～ +55℃(NO FREEZING, KEEP
THE AIR FLOWING AROUND PUSHBUTTON ).
9.TORQUE: 0.6Nm Max. APPLIED TO NUT.
10.OPERATING FORCE: ABOUT 4N.
11.OPERATING TRAVEL: ABOUT 2mm.
12.FRONT PANEL PROTECTION DEGREE: IP65; IK08.
13.TERMINAL TYPE: SCREW TERMINAL.
14.GENERAL TOLERANCE:0-18mm=±0.25, 18-80mm=±0.52.
15.RoHS CAN BE CUSTOMIZED.

①

②

定制外壳(铝合金)(彩钮)。

定制低平帽(铝合金)(彩钮)。
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